
*Scientific tests have demonstrated the use of ReSPR surface and air purifiers substantially reduce microbial populations on surfaces – including 
but not limited to Escherichia coli, Listeria monocytogenes, SARS nCoV2, Pseudonomas aeruginosa, Staphylococcus aureus, Candida albicans, 
and S. chartarum. These products are not intended to diagnose, treat, or cure any disease. 

120/220 VAC,
50/60 HZ

Adjustable fan
40 cfm

6.7”H x 6”W x 7”D

3 pounds

150 F 

20 watts*

Adjustable purifier
computer style cord

17cm L x 17cm 
W x 18cm D

1.5 kilograms

 65o C

SPECIFICATIONS

ReSPR ONE EU40135g

Electrical

Mechanical

Dimensions

Weight

Max Temp

BENEFITS
Up to 99.999% kill rate on surfaces 

Effective against bacteria, virus and mold 

Easy installation. PLug and play operation 

Effective against odors and VOC’s

Safe, discreet and silent

THE

ONE

Self contained, portable - up to 50m2/500 ft2 
Multi-technologies system
No installation required
Adjustable purifier 
control and fan speed
Low maintenance – 
Low cleaning required

ReSPR ONE
Technologies

Airande introduces The ONE (produced by ReSPR 
Technologies). The ONE is a state-of-the-art air and 
surface purifier ideal for efficient use in high traffic 
settings. The convenience of a portable unit requiring no 
complex installation combined with the effective 
technology of the ONE makes this machine the ultimate 
tool in the effort to reduce odors, smoke, and 
microorganisms in locations such as schools, airports, 
restaurants, stores, and other commercial markets.

The ONE is highly successful in controlling indoor 
pollution with its purification techniques directed at the 
removal of contamination within both air and surfaces. Its 
kill rate on surfaces is up to 99.999%. The technology 
used in the ONE is unique in that it combines up to four 
nature-based technologies to treat indoor air the way 
nature cleans outdoor air.

The ONE uses a productive combination of ionization, UV 
light, hydrogen based friendly oxidisers, and OPTIONAL 
low level ozone to diminish and prevent unwanted smells, 
bacteria, viruses, mold, and VOC’s in populated indoor 
areas.

By choosing the ONE, you can rest at ease knowing that 
you are making the extra effort to provide a safer and 
cleaner environment for your staff and visitors. Setup of 
the ONE is effortless and a straightforward process. 
Simply plug the purifier into an outlet nearest the source 
of pollution or the area of highest foot traffic. You can 
then allow the purifier to discreetly clean your air and 
surfaces in a safe and reliable manner. The quiet 
performance will not create disruptions or attract 
attention. Maintenance consists of washing the lint screen 
filter and replacing the NCC cell every two years, making 
the ONE both convenient and reliable.



Contact your local Airande office or send an email to: info.europe@airande.global    |     www.airande.global

DISTRIBUTED BY

ReSPR ONE can be installed anywhere you 
have access to an outlet, close to the source of 
pollution and/or the place of higher occupancy.

ELECTRICAL REQUIREMENTS

• To use the 120/240 volt plug, be sure to
locate the unit within 2m of a standard
120/240 volt grounded outlet.
Long term use of an extension cord
is not recommended due to safety
considerations.

• ReSPR ONE uses a washable lint screen
filter and only needs a small intervention
every 2 years (replacement of the  ECO cell).

And installing ReSPR ONE is amazingly simple: 
just locate an outlet, connect the unit to the main 
and place the ReSPR ONE where the airflow 
can reach all areas of the room. 

The ReSPR ONE is suited for any indoor area where 
people live, air pollution is a challenge, and where no-
required-installation is an advantage along with remote 
control only to prevent settings changes.

APPLICATIONS

RESIDENTIAL HOMES

HOSPITAL AREAS AND PATIENT 
ROOMS NURSING HOMES

BUSINESS OFFICES

HOTELS’ LOBBIES AND 
RESTAURANTS 

SMALL & STUDIO APARTMENTS

ONEReSPR 
Technologies

Europe: Airande Pty Limited  
Business Center- Cercle du Lac 
Rue de Rodeuhaie,1 
1348 Louvain-la-Neuve- Belgium
Mobile: + 32 472 68 69 21
Phone : + 32 10 65 40 73 ext 373
E-mail : fabienne.mertens@airande.global

Australia (Global Headquarters): 
Airande Pty Limited
  Suite 1a, Level 2, 802 Pacific Highway  

Gordon NSW 2072 Australia
Mobile: + 61 412 670 110
Phone : + 61 2 9844 5826
E-mail : tom.hovey@airande.global

Master Distributor



*Scientific tests have demonstrated the use of ReSPR surface and air purifiers substantially reduce microbial populations on surfaces – including 
but not limited to Escherichia coli, Listeria monocytogenes, Streptococcus spp., Pseudonomas aeruginosa, Bacilus spp., Staphylococcus aureus, 
Candida albicans, and S. chartarum. These products are not intended to diagnose, treat, or cure any disease. 

Airande introduces The FLEX (produced by ReSPR 
Technologies) The FLEX is a state-of-the-art air and 
surface purifier ideal for efficient use in high traffic 
settings. The convenience of a portable unit requiring 
no complex installation combined with the effective 
technology of the FLEX makes this machine the 
ultimate tool in the effort to reduce odors, smoke, and 
microorganisms in locations such as schools, airports, 
restaurants, stores, and other commercial markets.

The FLEX is highly successful in controlling indoor 
pollution with its purification techniques directed at the 
removal of contamination within both air and surfaces. 
Its kill rate on surfaces is up to 99.999%. The 
technology used in the FLEX is unique in that it 
combines up to five nature-based technologies to
 treat indoor air the way nature cleans outdoor air.

The FLEX uses a productive combination of ionization, 
UV light, hydrogen based friendly oxidisers, and low 
level ozone to diminish and prevent unwanted smells, 
bacteria, viruses, mold, and VOC’s in populated indoor 
areas.

By choosing the FLEX, you can rest at ease knowing 
that you are making the extra effort to provide a safer 
and cleaner environment for your staff and visitors. 
Setup of the FLEX is effortless and a straightforward 
process. Simply plug the purifier into an outlet nearest 
the source of pollution or the area of highest foot 
traffic. You can then allow the purifier to discreetly 
clean your air and surfaces in a safe and reliable 
manner. The quiet performance will not create 
disruptions or attract attention. Maintenance consists 
of washing the lint screen filter and replacing  the ECO 
cell every two years, making the FLEX both 
convenient and reliable.

120/220 VAC,
50/60 HZ

Adjustable fan
60 cfm

12”H x 12”W x 9”D

16 pounds

150 F 

70 watts*

Adjustable purifier
computer style cord

31cm L x 31cm 
W x 23cm D

7 kilograms

 65o C

SPECIFICATIONS

ReSPRFLEX EU40135g

Electrical

Mechanical

Dimensions

Weight

Max Temp

BENIFITS
Up to 99.999% kill rate on surfaces

Effective against bacteria, virus and mold

Easy installation. PLug and play operation

Effective against odors and VOC’s

Safe, discreet and silent

flex

Self contained, portable up to 
150m2/1500ft2

Multi-technologies system

No installation required

Adjustable purifier control and fan speed

Low maintenance – Low cleaning required

FLEXReSPR 
Technologies

BENEFITS



The ReSPR FLEX is suited for any indoor area 
where people live, air pollution is a challenge, 
and where no-required-installation is an 
advantage along with remote control only to 
prevent settings changes.

APPLICATIONS

RESIDENTIAL HOMES

HOSPITAL AREAS AND PATIENT 
ROOMS NURSING HOMES

BUSINESS OFFICES

HOTELS’ LOBBIES AND 
RESTAURANTS 

EFFICIENCY APARTMENTS

DISTRIBUTED BY

ReSPR FLEX can be installed anywhere you 
have access to an outlet, close to the source 
of pollution and/or the place of higher 
occupancy.

ELECTRICAL REQUIREMENTS

• To use the 120/240 volt plug, be sure to
locate the unit within 2m of a standard
120/240 volt grounded outlet.
Long term use of an extension cord
is not recommended due to safety
considerations.

• ReSPR FLEX uses a washable lint screen
filter and only needs a small intervention
every 2 years (replacement of the
ECO cell).

And installing ReSPR FLEX is amazingly 
simple: just locate an outlet, connect the unit 
to the main and place the ReSPR FLEX where 
the airflow can reach all areas of the room. 

Contact your local Airande office or send an email to: info.europe@airande.global    |     www.airande.global

FLEXReSPR 
Technologies

Europe: Airande Pty Limited
Business Center, Cercle du Lac,
Rue de Rodeuhaie,1
1348 Louvain-la-Neuve- Belgium
Mobile: + 32 472 68 69 21
Phone : + 32 10 65 40 73 ext 373
E-mail : fabienne.mertens@airande.global

Australia (Global Headquarters): 
Airande Pty Limited Suite 1a, Level 2, 
802 Pacific Highway Gordon NSW 
2072 Australia
Mobile: +61 415 408 879
Phone: +61 2 9844 5826
Email: Tom.Hovey@airande.globalMaster Distributor
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